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Stereo Viewing Modes

Column-interlaced stereo view that includes several manifolds
showing geologic cross-sections.  A line-interlaced mode is
also available.  The interlaced modes are used with liquid
crystal shutter glasses and interlaced stereo monitors.

Anaglyph stereo view of a grayscale drape image for use with
color filter (red-cyan) stereo glasses.  Choose Options / Stereo
Setup on the Perspective View window to select stereo viewing
options.

Stereo view in Separate Frames mode for viewing with a
stereoscope.  In this mode the two parts of the stereo image
are rendered side-by-side in the view.  The Stereo Options
dialog allows you to adjust the optical separation between
frame centers to match the dimensions of your stereoscope.

If you set up the Perspective View window to place the stereo
frames on adjacent dual monitors, you can also set a monitor
separation value to compensate for the gap between the
displays due to the widths of the monitor bezels.

2D/3D stereo viewing is available in TNTmips 3D views
using any combination of the available surface render-
ing modes and texture filters.  Several stereo viewing
modes are available for use with different stereo view-

ing devices: Anaglyph mode for color filter glasses, In-
terlaced Lines and Interlaced Columns for liquid crys-
tal shutter glasses and interlaced stereo monitors, and
Separate Frames for use with stereoscopes.


